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The city may require additional information as needed. If you have any questions concerning your 
application submittal, please visit or call Permit Processing (425-452-4898) between 8 a.m. and 4 
p.m., Monday through Friday (Wednesday, 10 to 4). Assistance for the hearing impaired: Dial 711.  

 

The provisions of the 2015 IRC for one- and two-family dwellings apply to the construction, alteration, and 
enlargement of: 

 detached one- and two-family dwellings, and  

 townhouses* not more than three stories above grade plane in height with a separate means of 
egress, and 

 their accessory structures. 
 

When a building or structure falls within the limitations of R301, the criteria noted in Table R301.2(1) must 
be used for design of the building or structure. 

 

Buildings and structures must be constructed to safely support all loads (including dead loads, live loads, 
roof loads, flood loads, snow loads, wind loads, and seismic loads) as prescribed in the 2015 IRC. Design 
and construction must result in a system that provides a complete load path capable of transferring all loads 
from their point of origin through the load-resisting elements to the foundation. 

 

*A townhouse is a single-family dwelling unit constructed in a group of three or more attached units in which each unit 

extends from foundation to roof and with a yard or public way on not less than two sides. Townhouses not more than 
three stories in height with a separate means of egress fall under the provisions of the IRC. Accessory structures fall 
under the provisions of the IRC—under the code(s) applicable to the main structure that they are accessory to. 
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